PremiumColour ASLAN C 118 Soft

Die opake Premiumfolie fur Werbung, die langer halt

The opaque premium film for long-term advertising

Art.-Nr.

11818S ca. RAL 1016
11831S ca. RAL 1021
11801S ca. RAL 1023
11832S ca. RAL 1003
11809S ca. RAL 9003
11842S ca. RAL 7035
11843S ca. RAL 7042

11808S ca. RAL 7012

11810S ca. RAL 9005

11812S ca. RAL 9006

Silber/metallic

118445

Gold

11830S

Art.-Nr.

11815S ca. RAL 5012

11837S ca. RAL 5017

11804S ca. RAL 5005

11839S ca. RAL 5000

mind. 7 Jahre / min. 7 years

11805S ca. RAL 5022

11840S ca. RAL 5003

11825S ca. RAL 5011

ca. RAL 4005

ca. RAL 5018

ca. RAL 6018

118225 ca. RAL 6032

11806S ca. RAL 6029

Art.-Nr.

ca. RAL 1015

ca. RAL 8024

ca. RAL 8017

118118 ca. RAL 2008

11834S ca. RAL 2002

118025 ca. RAL 3020

11803S ca. RAL 3002

118355 ca. RAL 3001

11823S ca. RAL 3003

11816S ca. RAL 3004

11813S ca. RAL 4003

11824S ca. RAL 3027
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'~ PremiumColour ASLAN C 118 Soft

Die opake Premiumfolie fir Werbung, die langer halt
The opaque premium film for long-term advertising

Glanzende, opake und polymere Farbfolie fur
den langfristigen Einsatz im Auf3enbereich.

Durch die einzigartige Produktqualitat ist

diese hochwertige Plotterfolie besonders
flexibel und schnell entgitterbar.

Eigenschaften

Folie: kalandriertes Weich-PVC
(polymer)

Foliendicke: ~70 ym

Klebstoff: Polyacrylatklebstoff,
permanent

Mindestauf3enhaltbarkeit: 7 Jahre

Produktvorteile
e  Premium-Farbfolie

e Fir besonders haltbare und
langlebige Anwendungen

e Sehr gute Anpassung an Konturen
e Leichtes und schnelles Entgittern

e |deal fir die Gestaltung von Fahrzeugen,
offentlichen Verkehrsmitteln, Glasflachen
und Schildern

www.ASLAN-Schwarz.com
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Sprechen Sie uns an | Please contact us
fon +49 (0) 2204.708 80

fax  +49 (0] 2204.70850
e-mail info@ASLAN-Schwarz.com

ASLAN, Schwarz GmbH & Co. KG
Oberauel 2 « 51491 Overath « Germany

The glossy, opaque and polymeric film is

ideal for all long-term exterior applications.
The unique product quality makes this high-

quality plotter film very flexible and faster to
weed.

Characteristics

Face film: calandered soft PVC
(polymeric])

Thickness: ~70 uym

Adhesive: Arcrylic pressure sensitive

adhesive, permanent
Minimum outdoor durability: 7 years

Product benefits
e High performance coloured film

e Designed for especially durable
and long-term applications

e Excellent adaption to contours
e FEasyand fast to weed

e |deal for letterings on vehicles, signs,
glass surfaces and many other
substrates

Weitere Informationen finden Sie unter | For more information please visit
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